
USER MANUAL

280 - 4000 LUMENS | VARIABLE QUAD CORE

U-XHP70



WHAT’S INCLUDED
Battery: 18650 x 12 (12.6V, 10.4AH), battery charger, spare O ring, lubricant, wrist mount, 
canister mount, carabiner, storage case and user manual.

SPECIFICATION
Material: anodised aircraft 6061 aluminium
Colour: black/red
LED: 1 x CREE XHP70 (6500K)
LED lifespan: 100000h
Brightness: 4000 lm
Light colour: white
Mode: high/dimming
Battery: 18650 x 12 (12.6V, 10.4AH)
Switch design: magnetic induction/
mechanical master switch
Lens: coated glass lens 
Lamp size: 110*59mm (length*head diameter)
Canister size: 230*50mm (length*diameter)
Cable length: 100cm
Weight (torch): 1350g
Weight (torch + battery): 1580g 
Weight (torch + battery + charger): 2230 g

WARNINGS
• The battery must be inserted base end first (the end that doesn’t have a pole).
• Do not insert the battery the wrong way.
• Do not use different batteries to the one provided.
• Do not use the battery if it is damaged.
• After diving, ensure the torch is switched off and the master switch is in the ‘off’ position.  
• When storing the torch, remove the battery to ensure the power is shut off.
• After every dive, clean the torch with fresh, clean water and dry with a cloth. Salt water 

residue can corrode the torch surface. 
• Ensure that the screwing points on both the canister and the charging point cap are 

lubricated regularly. A container of lubricant is supplied with your torch. 
• Avoid any impact on any part of the torch.
• When the battery is fully charged, switch off the charger at the wall and remove the 

charger’s plug from the canister. 
• Do not shine the light directly into eyes.
• Take care not to pull on any cables as this can cause stress and damage.

Switch

Lamp

Cable

Battery Canister

This manual is supplied as a guideline for equipment use and care. It is not a substitute for 
proper qualified instruction and is not supplied as such. Ensure you take sensible precautions 
when diving.

STANDARD            HIGH                        LOW

100m (depth rating)

4000 LUMENS 280 LUMENS

4 hrs - approx. 35 hrs - approx.

100m (beam distance)

36500 cd (peak beam intensity)

1m (impact resistance)

NOTICE 
Output decreases slightly near the end of burn 
time on full. See warning under ‘Operation’ 
heading. This data may vary depending on 
environmental conditions.

STRUCTURE

PAGE 02   |   www.ndiver.com/varilux-u-xhp70-4000-lumen-rechargeable-cable-lamp

User manual Varilux Cable Lamp



!

!

WARNING
The torch head features a ring around the switch. This will flash green every 5 seconds when 
the master switch has been turned on. It will illuminate green when the torch head is 
switched on. After approximately 3h 55m has elapsed on full power, the torch will produce 
approximately 5 minutes of further burn time at 3200 lumens before the light switches off. 

The light around the switch will illuminate red when this period begins. The light on the 
canister will also signal the same thing.The torch may perform for longer at a lower output, 
but when this period begins, you must leave the water immediately if you require a 
substantial light source and don’t have another one.

WARNING
The charger light will be permanently illuminated when batteries are charging. The light does 
not change to show a full charge. The light simply indicates the batteries are charging.

BATTERY INSTALLATION
Insert the battery base end first (the end with no + or - pole), and close the canister cap, taking 
care not to disturb the O rings.
Do not insert the battery the wrong way. Seek advice if you are unsure.

OPERATION
1. The torch is operated by a mechanical master switch (on the canister) and a magnetic 

induction switch (on the torch head). Turn the master switch to the ‘on’ position to turn the 
power on, and press the switch on the torch head once to turn the light on. 

2. Pressing and holding the torch head switch at this point will dim the light - release the switch 
when the desired output is reached. 

3. Pressing once more will switch the light off. 
4. Turning the master switch to the ‘off’ position will shut the power off.  

CHARGING THE TORCH
• When you receive the torch, the battery will have some charge in it. Before the first use of 

the torch, ensure it is fully charged. 
• To preserve the life of the battery, it’s good practice to use the torch until the battery is empty 

and then fully charge it again.
• Ensure the torch is completely dry before commencing charging.
• Unscrew the cap on the charging point and insert the charger.
• Plug in and switch on the charger at the mains (wall). 
• The charger indicator will be constantly lit up when batteries are on charge.
• Battery charge time is approx 3.5-4 hours.
• The charger will stop drawing power completely when batteries are fully charged.
• When the battery is fully charged, switch off the charger, remove it from the canister’s charg-

ing point and screw the charging point cap back on carefully. 
• It is normal for the canister/charger to become warm when charging.

THE CARABINER
We have included a carabiner with each torch set. You can connect this to a suitable 
connection point on your diving equipment as well as, or instead of, the canister mount. This 
comes down to personal preference and/or the type of diving you are doing. If you are unsure 
of anything, get in touch with us for expert advice.
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MOUNTING CANISTER TO A CAM BAND
The cam band will attach the torch’s canister to a main diving cylinder. Prior to diving, always 
check the torch will attach properly to your cylinder. Alternatively, if your BCD’s cam band is the 
same width 2” (50mm) as the supplied cam band, you may be able to fit the rubber part shown 
below on to your BCD’s cam band if you prefer. In any case, the band should be fed through 
the rubber part as shown so that it is on the outside of the band.

NOTE
Seek advice if you are unsure of the correct tightness. 
Take care not to get body parts caught in the cam band as this can cause serious injury.

STEP 1
Fit the cam band around the cylinder 
at a suitable height and with the 
buckle positioned at the rear of the 
cylinder.This cross section shows how 
you should thread the band through 
the buckle.

STEP 3
Pull the slack through with the end of 
the band until the buckle is standing 
approximately vertical from the 
cylinder.

STEP 4
Rotate the cam closed. It should 
require a fair amount of force, but do 
not over tension. Secure the band 
with the hook and loop patches. 
Ensure the canister is securely in 
place. 

STEP 2
Fit the torch’s canister between the 
rubber part and the cam band’s 
webbing. Push the canister all the way 
down until the rubber sits above the 
groove on the canister. Ensure that 
the rubber part is pulled tight. 
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WRIST MOUNT INSTRUCTIONS
The cam band will attach the torch’s canister to a main diving cylinder. Prior to diving, always 
check the torch will attach properly to your cylinder. Alternatively, if your BCD’s cam band is the 
same width 2” (50mm) as the supplied cam band, you may be able to fit the rubber part shown 
below on to your BCD’s cam band if you prefer. In any case, the band should be fed through 
the rubber part as shown so that it is on the outside of the band.

STEP 1
The wrist mount should be worn with the curved part 
at the back of the hand (straight part at the front of 
the hand).

STEP 2
The rear strap goes under the wrist, then through the 
buckle.It is then secured with the hook and loop 
patches - adjust as necessary until you have a 
secure fit. 

STEP 3
The front strap goes under the palm,through the 
buckle and secured with the hook and loop patches, 
like the other strap. 

STEP 4
The torch head mounts on the plastic base by sliding 
it backwards into place from the front of the mount.

STEP 5
The plastic base on the torch head has two push-in 
clips which release the torch head from the mount. 
Press in both clips and push the torch head forward 
to release. 
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WARRANTY INFORMATION
Your torch is covered by a full 12 month warranty.
If a fault occurs within 14 days due to a manufacturing defect, your torch will be replaced (proof 
of purchase required).
After 14 days and within 12 months of purchase, your torch will be repaired or replaced 
(excludes accidental damage or damage caused by misuse).
Outside the 12 month warranty period, your torch will be repaired at cost (if repairable). 

WARRANTY DOES NOT COVER THE FOLLOWING:
• Damage caused by disassembly or modification.
• External cosmetic damage caused by normal use or misuse.
• Damage caused by incorrect battery insertion or battery leakage.

NORTHERN DIVER
Visit the website: www.ndiver.com
Telephone: +44 (0) 1257 25 44 44
Email: info@ndiver.com
Write to: East Quarry, Appley Lane North, Appley Bridge, Wigan, WN6 9AE, UK.
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